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APPLICATIONS

+ Test panels where fast, accurate, hand control
of pressure is desired

+ Gas supply interlocks such as protective doors
on charging stations

+ Component testing

+ Process industry control

- Charging stations where it is desirable to have
the supply shut off if operator releases control

FUNCTIONAL
DESCRIPTION

Both valves use the valve cartridge shown. The
cartridge contains the valve seat, poppet, seals,
ang filtration system in a factory cleaned and
assembled unit. Consequently in field servicing,
should it be required, is reduced to the fast,
simple task of replacing this inexpensive
cartridge. This cartridge is also used on our 415
regulator series and has proved highly
dependable over the years, Downward pressure
on the pin at the top of the cartridge opens the
valve. Release of pressure closes the valve.
Flow enters at the bottom of the valve and exits
out the side port shown.

The toggle version is open by mechanically
tipping the toggle at the top of the valve. This
tipping or lever action pushes down the stem
and opens the valve. Release of the toggle
shuts the valve.

In the air operated version air enters the top of
the valve and acts on the piston shown to move
the stem down and open the valve. Release of
air pressure allows the valve to close. Other
gases or liquids may also be used to actuate the
valve permitting use in a wide variety of
applications.

Aqua Environment Inc.

_— Stem

Valve
Cartridge

%

%

Sectional View
Toggle Valve
Model 816

| — Actuating
Piston

Stem

Valve
| — Cartridge

Sectional View

Air Operated Valve

Model 816-1




