[image: image1.jpg]
[image: image2.jpg]TYPICAL
APPLICATIONS

* Automatic control of flow from cascade banks
of air, CNG or other gases to portable tanks.

* Suppling seal gases to pump shaft seals.

* Applications where it is economical or desirable
not to have electric controls such as in CNG fill
stations where electric controls could be a
hazard.

* Applications where more accurate pressure
regulation is required than possible with spring
loaded regulators. Here a small spring loaded
regulator can load the dome.

* Numerous other applications where a
reference pressure is used to control regulator
output pressure.

FUNCTIONAL
DESCRIPTION

The 1026 and 1092 regulators function the
same way. The only difference is the larger
1092 regulator has a balanced poppet cartridge
permitting much higher flow rates. The same
dome loading caps are used on both valves. The
valve cartridge contains the valve seat, poppet,
seals, and filtration system in a factory cleaned
and assembled unit. Consequently in field
servicing, should it be required, is reduced to
the fast, simple task of replacing an inexpensive
cartridge. These cartridges are also used on our
415 and 873 series regulators and have proved
highly dependable over the years. Flow enters
at the bottom of the regulator and exits out the
side port shown.

An optional spring bias of up to 300 PS| permits

the regulator output pressure to track up to 300
PS| above dome pressure.
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